
ESPECIFICACIONES

CUADRO

TALLAS S, M, L, XL

COLORES Gloss Starry Night / Matte Carbon/Chrome

CUADRO Advanced-Grade Composite front and rear triangles, 135mm Maestro
suspension, flip chip, 12x148mm thru-axle

HORQUILLA Fox 36 Factory Live Valve, FIT4 damper, 44mm offset, 150mm, 15x110
Kabolt X, custom tuned for Giant

AMORTIGUADOR Fox Factory Live, 185/55, custom tuned for Giant

COMPONENTES

MANUBRIO Giant Contact SLR TR35, composite, 780x35mm, 20mm rise

GRIPS Giant Tactal Pro Single S:120mm, M:120mm, L:130mm, XL:130mm

POTENCIA Giant Contact SL 35 S:40mm, M:40mm, L:50mm, XL:50mm

POSTE DE ASIENTO TranzX travel-adjustable dropper, remote S: 120-150mm travel / 30.9 x
459mm M: 140-170mm travel / 30.9 x 499mm L: 170-200mm travel /
30.9 x 525mm XL: 170-200mm travel / 30.9 x 525mm

ASIENTO Giant Romero SL

PEDALES N/A

TRANSMISIÓN

MANETAS DE CAMBIO SRAM GX Eagle, 1x12

DESVIADOR N/A

CAMBIO TRASERO SRAM GX Eagle

FRENOS SRAM G2 RSC, hydraulic, SRAM CenterLine rotors [F]200mm, [R]180mm

PALANCAS DE FRENOS SRAM G2 RSC

CASSETTE SRAM XG-1275, 10x52

CADENA SRAM NX Eagle

MULTIPLICACIÓN TruVativ Descendent 6k Eagle, 30t S:165mm, M:170mm, L:170mm,
XL:170mm

EJE DE CENTRO SRAM DUB, press fit

RUEDAS

RUEDAS Giant TRX 2 Carbon 29 WheelSystem

MAZAS Giant TRX 2 Carbon 29 WheelSystem

RAYOS Giant TRX 2 Carbon 29 WheelSystem

NEUMÁTICOS [F] Maxxis Minion DHF 29x2.5 WT, 3C MaxxTerra, EXO, TR [R] Maxxis
Aggressor 29x2.4, EXO, TR, tubeless

EXTRAS tubeless prepared, 2.5" max tire size, 34t max chainring size, 3M tailgate
protector

CARACTERÍSTICAS

Cuadro: Advanced-Grade Composite front and rear triangles, 135mm Maestro
suspension, flip chip, 12x148mm thru-axle
Horquilla: Fox 36 Factory Live Valve, FIT4 damper, 44mm offset, 150mm, 15x110
Kabolt X, custom tuned for Giant
Manetas de cambio: SRAM GX Eagle, 1x12
Multiplicación: TruVativ Descendent 6k Eagle, 30t S:165mm, M:170mm, L:170mm,
XL:170mm
Colores: Gloss Starry Night / Matte Carbon/Chrome

Precio: $178,900

GEOMETRÍA

CUADRO S M L XL

  LOW | HIGH LOW | HIGH LOW | HIGH LOW | HIGH

Longitud de la Base del Poste de Asiento (mm) 430 430 465 496

Ángulo de la Base del Poste de Asiento 77.2° | 77.9° 77.2° | 77.9° 77.2° | 77.9° 77.2° | 77.9°

Longitud del Tubo Superior (mm) 566 | 564 597 | 595 629 | 627 656 | 654

Longitud del Telescopio (mm) 95 100 110 120

Ángulo del Telescopio 65.5° | 66.2° 65.5° | 66.2° 65.5° | 66.2° 65.5° | 66.2°

Rake (mm) 44 44 44 44

Trail (mm) 125.1 | 119.5 125.1 | 119.5 125.1 | 119.7 125.1 | 119.5

Distancia entre Ejes (mm) 1173 1205 1239 1268

Longitud de Vaina Inferior (mm) 438 438 438 438

Caída del Eje de Centro (mm) 40 40 40 40

Stack (mm) 617 621 631 640

Reach (mm) 426 456 486 510

Altura del Tubo Superior al Suelo (mm) 729 729 752 760

Ancho del Manubrio (mm) 780 780 780 780

Longitud de la Potencia (mm) 40 40 50 50

Longitud de la Biela (mm) 165 170 170 170

Tamaño de las Ruedas 29" 29" 29" 29"

Todas las especificaciones están sujetas a cambio sin previo aviso.
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